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Cop-R-Com
ETHERNET TRANSMISSION 

OVER COAXIAL CABLE
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SLOC Compatible Ethernet Over Coax Systems
SLCT-1 / SLCR-1 SLCT-1-PoE / SLCR-1-PoE SLCT-2A / SLCR-2A

ETHERNET 100Base-Tx 100Base-Tx & PoE 100Base-Tx & Analog Video

DISTANCE 300m (984 ft) 500m (1640 ft) 300m (984 ft)

TEMPERATURE
-10°C to +60°C
14°F to 140°F

-10°C to +60°C
14°F to 140°F

-10°C to +60°C
14°F to 140°F

SIZE
36.2 x 24.5 x 101 mm
1.42 x 0.96 x 3.97 in.

33 x 24.5 x 117 mm
1.29 x 0.96 x 4.6 in.

70 x 23.6 x 97 mm
2.75 x 0.93 x 3.82 in

POWER
+12 VDC

Power Supply Included
+48 VDC or PoE af

PS-4860B
+12 VDC

Power Supply Included

Extended Distance Ethernet Over Coax Systems
ECT-1-PoE+ / ECR-1-PoE+ ECR-4-PoE+ ECR-8-PoE+

Four Channel Receiver Switch Eight Channel Receiver 1RU Switch

ECR-16-PoE+

Sixteen Channel Receiver 1RU Switch

ETHERNET 10/100Base-Tx One 10/100/1000Base-T Four 10/100/1000Base-T

DISTANCE 1000m (3280 ft) 800m (2525 ft) 800m (2525 ft)

TEMPERATURE
-10°C to +60°C
14°F to 140°F

-10°C to +60°C
14°F to 140°F

0°C to +50°C
32°F to 122°F

SIZE
114 x 82 x 31 mm
4.6 x 3.2 x 1.2 in

156 x 120 x 31 mm
6.2 x 4.7 x 1.2 in.

1RU x 300mm deep
1RU x 11.8 in deep

POWER
Power from ECR-1 

or PS-4860B
PS-48120D for PoE

PS-48240D for PoE+
Internal Universal Power Supply

100 to 240 VAC

Quick Start Guide
Cop-R-Com Ethernet Over Coax
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a� delivers the most advanced 
transmission and ethernet  
connectivity solutions

A uniquely quali�ed communications technology, engineering  
and manufacturing company; a� pioneers new technologies and  
creates innovative products for the most demanding applications.

How we do it?

�	 By applying more than 30 years of �ber optic technology  
knowledge and experience

�	 By conceiving and developing numerous customized solutions  
for global customers and a wide range of applications

�	 By diligently monitoring and carefully evaluating emerging  
communication technologies

�	 By incorporating new technologies into innovative products  
that offer both technical advantages and cost effective value

That�s how we create the a� connectivity advantage!
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Cop-R-Com technology provides high performance Ethernet transmission over coaxial  
cables, delivering full network connectivity. The Cop-R-Com product range extends the  
options for migrating analog CCTV installations into digital systems without re-cabling.

Ethernet Transmission Over Coaxial Cable (EoC)

Product Info:
SLCT-1 Micro 1 port EoC Transmitter
SLCR-1 Micro 1 port EoC Receiver

�	 Security Link over Coax (SLOC) Technology (compatible with Samsung, Hikvision and other SLOC IP cameras)
�	 100BASE Ethernet over coaxial cable
�	 300m (984 ft.) over standard RG-59/U cable
�	 Small Size: 36.2 x 24.5 x 101 mm (1.42 x 0.96 x 3.97 in.)
�	 12vdc power supplies included
�	 Operating Temperature Range -10°C to +60°C (14°F to 140°F)
�	 Optional: Rack Mount Kit SRM-10 accepts 10 SLCR-1 Units

http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20SLC-1%20Series.pdf

Upgrading to IP with Cop-R-Com is fast, easy and cost effective. For applications looking  
to utilize the advantages of coaxial cable in either new or existing installations, while obtaining 
the reliability, functionality and cost advantages of IP. Cop-R-Com is the solution. Also an 
effective choice for the installation of new IP video systems where cable runs may be longer 
than standard 10/100 BASE-TX and hard to access power areas.

Application

Network
Coaxial Cable

Ethernet Ethernet

Transmitter Receiver

IP Camera             
or other IP device Ethernet
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Ethernet / PoC (Power Over Coax) / PoE (Power Over Ethernet) Transmission Over Coaxial

Product Info:
SLCT-1-PoE Micro 1 port EoC Transmitter with PoC/PoE
SLCR-1-PoE Micro 1 port EoC Receiver with PoC/PoE

�	 Security Link over Coax (SLOC) Technology (compatible with Samsung, Hikvision and other SLOC IP cameras)
�	 100 BASE Ethernet over coaxial cable
�	 500m (1640 ft.) Extended distance
�	 PoE af and Power over Coax
�	 Small Size: 33 x 24.5 x 117 mm (1.29 x 0.96 x 4.6 in.)
�	 Operating Temperature Range -10°C to +60°C (14°F to 140°F)
�	 48v Power Supply
�	 Tx / Rx link may powered from the receiver side via a PoE switch port,  

eliminating need for separate external 48vdc Power Supply

http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20SLC-1-PoE%20Series.pdf

Simultaneous Transmission of Analog (CVSB) Video and Ethernet over a Single Coax Cable

Product Info:
SLCT-2A Mini 1-CH EoC Transmitter with Composite Video
SLCR-2A Mini 1-CH EoC Receiver with Composite Video

�	 Security Link over Coax (SLOC) Technology (compatible with Samsung, Hikvision and other SLOC IP cameras)
�	 100 BASE Ethernet over coaxial cable
�	 300m (984 ft.) maximum distance
�	 Small Size: 70 x 23.6 x 97 mm (2.75 x 0.93 x 3.82 in.)
�	 Operating Temperature Range -10°C to +60°C (14°F to 140°F)
�	 12vdc power supplies included

http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20SLC-2A%20Series.pdf

Cost Saving

 IP Camera            
or other IP device

Transmitter Receiver 

Coaxial Cable Ethernet Network

with Power
over Ethernet

Ethernet with 
Power over Coax

48v dc  Power Supply 

 

Transmitter

Receiver

Ethernet

Ethernet

IP Camera or other IP device Coaxial Cable

Analog Camera

Analog Switch / 
DVR / Monitor 

Network



www.american�bertek.com6

Ethernet Transmission over Coaxial Cable (EoC) with POC and PoE+

Product Info:
ECT-1-PoE+ Mini 1 port EoC Transmitter with PoC/PoE+
ECR-1-PoE+ Mini 1 port EoC Receiver with PoC/PoE+

�	 S100BASE Ethernet over coaxial cable
�	 PoE + and Power over Coax
�	 1000m (3280 ft.) maximum distance
�	 -10°C to +60°C (14°F to 140°F)
�	 Accepts 48vdc external power or RJ45 PoE input
�	 Small Size: 70 x 23.6 x 97 mm (2.75 x 0.93 x 3.82 in.)
�	 Tx / Rx link may powered from the receiver side via a PoE switch port,  

eliminating need for separate external 48vdc Power Supply

http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20EC-1-PoE+%20Series.pdf

Multi-Channel - Ethernet Transmission over Coaxial Cable (EoC) / POC / PoE+

Product Info:
ECR-4-PoE+ 4-port Ethernet over Coax Receiver with PoC/PoE+, 1 triple speed port for network connectivity
ECR-8-PoE+ 8-port Ethernet over Coax Receiver with PoC/PoE+, 4 triple speed ports for network connectivity
ECR-16-PoE+ 16-port Ethernet over Coax Receiver with PoC/PoE+, 4 triple speed ports for network connectivity

�	 Accepts 4, 8 or 16 transmitters
�	 1000 Mbps full duplex transmission
�	 PoE + and Power over Coax
�	 800m (2525 ft.) maximum distance
�	 0°C to +50°C (32°F to 122°F) Note: ECR-4-PoE+ Extended Temp. Range -10°C to +60°C (14°F to 140°F)

http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20ECR-4-PoE+%20Series.pdf
http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20ECR-8-PoE+%20Series.pdf
http://www.american�bertek.com/product_info/ip_ethernet/EoC/EoC%20ECR-16-PoE+%20Series.pdf

Performance

with Power
over Coax

IP Camera            
or other IP device

48v dc Power Supply 

Transmitter Receiver

Coaxial Cable
with Power

over Ethernet

Ethernet
Ethernet

Network

 

Transmitters

Receivers
4, 8 or 16 Channels

PoE 48 Vdc 
Power Supply 

 

Coaxial Cable

Power over
Ethernet

Ethernet with  
Power over Coax

Recei ers

Network

IP Camera
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SLCT-1 Micro 1 port EoC  
Transmitter

�  �Security Link over Coax (SLOC) Technology 
(compatible with Samsung, Hikvision and other  
SLOC IP cameras)

�  �100BASE Ethernet over coaxial cable
�  �300m (984 ft.) maximum distance
�  �Size: 36.2 x 24.5 x 101 mm  

(1.42 x 0.96 x 3.97 in.)
�  �-10°C to +60°C (14°F to 140°F)
�  �Rack mount kit: SR-10 accepts 10 SLCR-1 Units

SLCR-1 Micro 1 port EoC  
Receiver

SLCT-1-PoE Micro 1 port EoC  
Transmitter with PoC/PoE

�  �Security Link over Coax (SLOC) Technology  
(compatible with Samsung, Hikvision and other  
SLOC IP cameras)

�  �100BASE Ethernet over coaxial cable
�  �500m (1640 ft.) maximum distance
�  �PoE af and Power over Coax
�  �Size: 33 x 24.5 x 117 mm (1.29 x 0.96 x 4.6 in.)
�  �-10°C to +60°C (14°F to 140°F)

SLCR-1-PoE Micro 1 port EoC  
Receiver with PoC/PoE

SLCT-2A Mini 1-CH EoC Transmitter 
with Composite Video

�  �Security Link over Coax (SLOC)Technology 
(compatible with Samsung, Hikvision and other  
SLOC IP cameras)

�  �Simultaneous transmission of analog video and IP 
over a single coax cable

�  �100BASE Ethernet over coaxial cable
�  �300m (984 ft.) maximum distance
�  �Size: 70 x 23.6 x 97 mm (2.75 x 0.93 x 3.82 in.)
�  �-10°C to +60°C (14°F to 140°F)

SLCR-2A Mini 1-CH EoC Receiver 
with Composite Video

ECT-1-PoE+ Mini 1 port EoC  
Transmitter with PoC/PoE+

�  �100BASE Ethernet over coaxial cable
�  �PoE+ and Power over Coax
�  �1000m (3280 ft.) maximum distance
�  �-10°C to +60°C (14°F to 140°F)
�  �PoE + and Power over Coax
�  �Accepts 48 VDC external power or RJ45 PoE input
�  �Size: 70 x 23.6 x 97 mm (2.75 x 0.93 x 3.82 in.)

ECR-1-PoE+ Mini 1 port EoC  
Receiver with PoC/PoE+

ECR-4-PoE+
4-port EoC Receiver 
with PoC/PoE+, 1port 
10/100/1000 �  �Accepts 4, 8 or 16 transmitters

�  �1000 Mbps full duplex transmission
�  �PoE+ and Power over Coax
�  �800m (2525 ft.) maximum distance
�  �•0°C to +50°C (32°F to 122°F)
�  �ECR-4-PoE+ Extended Temperature Range  

-10°C to +60°C (14°F to 140°F)

ECR-8-PoE+
8-port EoC Receiver 
with PoC/PoE+, 4 ports 
10/100/1000

ECR-16-PoE+
16-port EoC Receiver  
with PoC/PoE+, 4 ports 
10/100/1000

SRM-10 Accepts 10 SLCR-1 Units

�  �Mount in standard 19� cabinets, occupying 1RU
�  �Power supply provided
�  �Hot-swappable design
�  �Wide operating temperature range of -30 C~60 C
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The Connectivity Advantage

(USA) +1 732-302-0660       (UK) +44 (0) 1256 862074
Headquarters: 120 Belmont Drive, Somerset, New Jersey 08873

www.american� bertek.com

Proudly Engineered and Manufactured in the USA

Made in the USA


